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FIT® Wire Management

Spiral Wrap Tubing

SW

¢ Flexible cable bundling
e Easy breakouts

See table for specifications
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SW-1to SW-6 SW-10 to SW-14  SW-20 to SW-25 SW-30 to SW-35 SW-40 to SW-45 SW-50 to SW-53
q Natural Flame-Retardant UV-Resistant
Material Polyethylene Polyethylene Nylon PTFE Polyethylene pvC
Colors Natural White Natural Natural, Black Black Black
Temperature N R R R B R
Range (°C) 66 to +88 20 to +80 40 to +121 268 to +260 66 to +88 20 to +80
Abrasion
Resistance 22 27 6-8 7 20 Excellent
(Taber)
q UL 1441 SRV R g ST
Flame Rating Not rated Self-extinguishing Self-extinguishing UL VW-1 Not rated Self-extinguishing
Tensile Strength
(psi (N/mm2) 1800 (12.41) 1300 (8.96) 12,000 (82.74) 3000 (20.68) 2000 (13.79) 3000 (20.68)
Water
Absorption (%) 0.014 0.02 1.5 0.005 0.03 —
Dielectric
Constant (Max.) - 2.58 4.0 21 - -
Alkeflif;e:rfz c;\fcids None None None None None Satisfactory*
Weather
RO anee N/A N/A N/A Excellent N/A N/A
UL UZKX2
MIL-I-631D, UL UZKX2 UL UZKX2
Type A, Form U ASTM-D-3295-01 MIL-I-631D,
MIL-P-21922B UL UZKX2 UL UZKX2 Group 4 * Type A, Form U
Specs ASTM 1248-65T A-A-59602, ASTM-D-4066, A-A-59602 MIL-P-21922B, -
Type 1Class A, Type 1, Class 3 Group 2, Class 1 Type 3 Class 1 Type 1Class L
Grade 3 (as noted) A-A-59602,

A-A-59602,
Type 1, Class 1

Type 1, Class 2

*Satisfactory except for high concentrations; not recommended for organic solvents.

CA
PROP |Z3 |RoHS
65 | r* |Compliant
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FIT® Wire Management
Spiral Wrap Tubing
SW

¢ Flexible cable bundling
¢ Easy breakouts

See table for specifications

Part Material Trade Dian?:ttes:,d ﬁom. Thick:gsaslf Nom. gllg:lli:, :g:?. SR P
No. Size
Inch mm Inch mm Inch mm Ft m
SW-1 Natural PE 1/8 0.125 318 0.032 0.81 0.187 4.75 25,100, 500 7.6, 30.5, 152
SW-2 Natural PE 1/4 0.250 6.35 0.045 114 0.375 9.53 25,100, 500 7.6, 30.5, 152
SW-3 Natural PE 3/8 0.375 9.53 0.052 1.32 0.438 113 25,100 7.6, 30.5
SW-4 Natural PE 1/2 0.500 12.70 0.062 1.57 0.563 14.30 25,100 7.6, 30.5
SW-5 Natural PE 3/4 0.750 19.05 0.065 1.65 0.750 19.05 25,100, 500 7.6, 30.5, 152
SW-6 Natural PE 1 1.000 25.40 0.080 2.03 1.000 25.40 25,100, 500 7.6, 30.5, 152
SW-10 FR PE 1/8 0.125 3.18 0.032 0.81 0.187 4.75 25,100, 500 7.6, 30.5, 152
SW-11 FR PE /4 0.250 6.35 0.045 114 0.375 9.53 25,100, 500 7.6, 30.5, 152
SW-12 FR PE 3/8 0.375 9.53 0.052 1.32 0.438 113 25,100 7.6, 30.5
SW-13 FR PE 1/2 0.500 12.70 0.062 1.57 0.563 14.30 25,100 7.6, 30.5
SW-14 FR PE 3/4 0.750 19.05 0.065 1.65 0.750 19.05 25,100 7.6, 30.5
SW-20 Nylon 1/8 0.125 318 0.015 0.38 0.187 4.75 25,100, 500 7.6, 30.5, 152
SW-21 Nylon /4 0.250 6.35 0.025 0.64 0.375 9.53 25,100, 500 7.6, 30.5, 152
SW-22 Nylon 3/8 0.375 9.53 0.035 0.89 0.438 113 25,100 7.6, 30.5
SW-23 Nylon 1/2 0.500 12.70 0.035 0.89 0.500 12.70 25,100 7.6, 30.5
SW-24 Nylon 3/4 0.750 19.05 0.032 0.81 0.750 19.05 25,100, 500 7.6, 30.5, 152
SW-25 Nylon 1 1.000 25.40 0.032 0.81 1.000 25.40 25,100 7.6, 30.5
SW-30 PTFE 1/8 0.125 318 0.030 0.76 0.187 4.75 25,100 7.6, 30.5
SW-31 PTFE /4 0.250 6.35 0.030 0.76 0.375 9.53 25,100 7.6, 30.5
SW-32** PTFE 3/8 0.375 9.53 0.030 0.76 0.438 N3 25,100 7.6, 30.5
SW-33** PTFE 1/2 0.500 12.70 0.030 0.76 0.500 12.70 25,100 7.6, 30.5
SW-34** PTFE 3/4 0.750 19.05 0.032 0.81 0.750 19.05 25,100 7.6, 30.5
SW-35 PTFE 1 1.000 25.40 0.040 1.02 1.000 25.40 25,100 7.6, 30.5
SW-40 UV-Res. PE 1/8 0.125 318 0.032 0.81 0.187 4.75 25,100, 500 7.6, 30.5, 152
SW-41 UV-Res. PE 1/4 0.250 6.35 0.045 114 0.375 9.53 25,100, 500 7.6, 30.5, 152
SW-42 UV-Res. PE 3/8 0.375 9.53 0.052 1.32 0.438 113 25,100 7.6, 30.5
SW-43 UV-Res. PE 1/2 0.500 12.70 0.062 1.57 0.500 12.70 25,100 7.6, 30.5
SW-44 UV-Res. PE 3/4 0.750 19.05 0.065 1.65 0.750 19.05 25,100, 500 7.6, 30.5, 152
SW-45 UV-Res. PE 1 1.000 25.40 0.080 2.03 1.000 25.40 25,100, 500 7.6, 30.5, 152
SW-50 PVC 1/8 0.125 3.18 0.032 0.81 0.187 4.75 25,100 7.6, 30.5
SW-51 PVC /4 0.250 6.35 0.045 114 0.375 9.53 25,100 7.6, 30.5
SW-52 PVC 3/8 0.375 9.53 0.052 1.32 0.438 113 25,100 7.6, 30.5
SW-53 PVC 1/2 0.500 12.70 0.062 1.57 0.500 12.70 25,100 7.6, 30.5

*May contain multiple lengths.
**Does not meet A-A-59602 Type 3 Class 1

CA
PROP RoHS
65 Compliant
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